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KOMATSU D61EX-15 CRAWLER TRACTOR VIEW ARTICLES ON THIS ITEM

Looking to purchase this item?

Find a Komatsu D61EX-15 Crawler Tractor being sold at Ritchie Bros.
auctions.

Need to sell equipment?

Complete this form and a Ritchie Bros. representative will contact you.

Print specification

Specification

Engine
MAKE Komatsu
MODEL SAA6D107E-1
GROSS POWER 170 hp 127 kw
NET POWER 168 hp 125 kw
DISPLACEMENT 408 cu in 6.7 L
ASPIRATION Turbocharged, air-to-air aftercooled
NUMBER OF CYLINDERS 6

Operational
OPERATING WEIGHT 36840 lb 16710 kg
FUEL CAPACITY 103 gal 390 L
COOLING SYSTEM FLUID CAPACITY 8.5 gal 32 L
ENGINE OIL CAPACITY 7.7 gal 29 L
FINAL DRIVES FLUID CAPACITY 7.5 gal 28.5 L

Transmission
TYPE planetary gear, multiple-disc clutch transmission
NUMBER OF FORWARD GEARS 3
NUMBER OF REVERSE GEARS 3
MAX SPEED - FORWARD 5.4 mph 8.7 km/h
MAX SPEED - REVERSE 6.8 mph 11 km/h

Undercarriage
GROUND PRESSURE 7.7 psi 53 kPa
GROUND CONTACT AREA 4836 in2 3.1 m2
NUMBER OF SHOES PER SIDE 40
NUMBER OF TRACK ROLLERS PER SIDE 7
TRACK GAUGE 6.2 ft in 1900 mm

Hydraulic System
PUMP TYPE Double-acting, piston
PUMP FLOW CAPACITY 51.5 gal/min 195 L/min

Standard Blade
WIDTH 10.7 ft in 3250 mm
HEIGHT 392 in 1200 mm

Dimensions
LENGTH W/ BLADE 16.5 ft in 5030 mm
HEIGHT TO TOP OF CAB 10.3 ft in 3150 mm
LENGTH OF TRACK ON GROUND 16.5 ft in 5030 mm
GROUND CLEARANCE 1.3 ft in 395 mm

Dimensions

Undercarriage

Selected Dimensions

A. LENGTH W/ BLADE 16.5 ft in 5030 mm

C. HEIGHT TO TOP OF CAB 10.3 ft in 3150 mm

D. LENGTH OF TRACK ON GROUND 16.5 ft in 5030 mm

E. GROUND CLEARANCE 1.3 ft in 395 mm

G. TRACK GAUGE 6.2 ft in 1900 mm
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